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CHARACTER：

1.Physical performance
a、 excellent mechanical properties:
Tensile strength≥9.65MPa，elongation at break≥100％

After aging：
Condition：95±1.0℃/ 48H
Maximum rate of change in tensile strength±25%
Maximum rate of change of break elongation±25%

b、Flame retardancy：VW-1, vertical combustion, burning 5 times, each
time 15S, any residual flame is not more than 60S.

c、Low temperature bending：-65℃±1℃, 4h,no crack on the surface of
the sample is qualified

2.Electrical performance
a、rated temperature：75℃ rated voltage：600V

b、dielectric withstand voltage：2.2KV AC, No breakdown

c、Spark test: 3.4KV, no breakdown

3. Processing performance
a、suitable for all conventional wire harness processing

b、If you have special needs, please let us know.

4.Environmental protection

a、ROHS/REACH compliant

b、nonhazardous

SHOULD BE USED：

For national defence application

REFERENCE：

MIL-DTL-16878/10E 11 August 2000

Outline：

SAE色板

包装

*顔色表

00-黒色 01-白色 02-红色 03-黄色 04-绿色

05-蓝色 06-棕色 07-灰色 08-橙色 09- 紫色

*包装

型号 包装方式- FT/roll

2/0-8AWG ■ 500Ft □ 1000Ft □ 2000Ft
10~16AWG □ 500Ft ■ 1000Ft □ 2000Ft
18-28AWG □ 500Ft □ 1000Ft ■ 2000Ft
根据客户要求包装

Stands Tin-plated copper conductor

XLPE

For national defence application

MIL-DTL-16878/10E

Wire structure description：
Conductor:Tin-plated copper
Insulation materials:XLPE Insulation；

For national defence application
Rated temperature:75℃ Rated voltage:600V
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标志：无标志


